Linking to medical equipment and printing measurement data
blood pressure trend.lbx
Media: RD 102mmx50mm

Blood pressure trend
Date Time SYS DIA PUL
1112 1200 122 68 89

5 text objects

1 image object

Of the following objects, specify the text object as uneditable, and then convert it to an
image. (Select the “Text Cannot Be Edited” check box on the [Expanded] tab of the Text
Properties.)

+ Blood pressure trend

- Date

+ Time

- SYS

- DIA

- PUL

Note: Since there are five objects that data is fed into, the object names must be changed
so that they are in the order of the data outputted from the medical equipment.
(Change the text entered in the “Object Name” box on the [Expanded] tab of the Text
Properties. For details on the object order, refer to “P-touch Template Limitations”.)

Using the Transfer Manager, specify the template as number 1, and then transfer it.



If the data outputted from the medical equipment is “11/13,13:00,123,69,90,":

blood pressure trend.txt
11/13,13:00,123,69,90,

Specify the following in P-touch Template settings tool.

(DSelect “P-touch Template” beside “Default Command Mode”.

@Specify template number 1.

@Input “,” beside “Data Delimiter for P-touch Template”.

@Select “Data Insertion into All the Objects” under “Trigger for P-touch Template Printing”.

‘8 P-touch Template Settings - Brother TD-4100N

To sek properties For the transferred kemplates, select
C.ﬁ P-touch Template Mode, and enter the data as required.
p— Toindicate a contral code in the bext box, put “y'mark
— before ASCII code [00 -FF].

= ex, TAE: Y09, CR:YOD, Y4 as lbyte each

Default Command Mode: |P-t|:|uch Template j
Default Template MNurmber: 1 il

Data Delimiter For P-touch
Template:

il

Trigger For P-touch Template Printing

(" Command Characker: |

{% Data [nsertion inka &l the Objecks

" Received Data Size: _|:|

Print result

Blood pressure trend
Date Time SYS DIA PUL
11/13 13:00 123 69 90
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